
Part #                  Casing Size                     Bar Size            LiŌing CapaciƟes           Piece per elevator 
TMFCE450 4 1/2” OD 5/8” 

3/4” 
1” 

10,000 lbs 
20,000 lbs 
25,000 lbs 

 
 
 

TMFCE500 5” OD 5/8” 
3/4” 
1” 

10,000 lbs 
20,000 lbs 
25,000 lbs 

 

TMFCE556 59/16” OD 5/8” 
3/4” 
1” 

10,000 lbs 
20,000 lbs 
25,000 lbs 

 
 

TMFCE662 6 5/8” OD 5/8” 
3/4” 
1” 

10,000 lbs 
20,000 lbs 
25,000 lbs 

TMFCE700 7” OD 5/8” 
3/4” 
1” 

10,000 lbs 
20,000 lbs 
25,000 lbs 

TMFCE862 8 5/8” OD 5/8” 
3/4” 
1” 

10,000 lbs 
20,000 lbs 
25,000 lbs 

TMFCE962 9 5/8” OD 5/8” 
3/4” 
1” 

10,000 lbs 
20,000 lbs 
25,000 lbs 

 
 

TMFCE1075 10 3/4” OD 5/8” 
3/4” 
1” 

10,000 lbs 
20,000 lbs 
25,000 lbs 

TMFCE1275 12 3/4” OD 5/8” 
3/4” 
1” 

10,000 lbs 
20,000 lbs 
25,000 lbs 

 
 

TMFCE1337 13 3/8” OD 5/8” 
3/4” 
1” 

10,000 lbs 
20,000 lbs 
25,000 lbs 

TMFCE1400 14” OD 5/8” 
3/4” 
1” 

10,000 lbs 
20,000 lbs 
25,000 lbs 

TMFCE1600 16” OD 5/8” 
3/4” 
1” 

10,000 lbs 
20,000 lbs 
25,000 lbs 

TMFCE1800 18” OD 5/8” 
3/4” 
1” 

10,000 lbs 
20,000 lbs 
25,000 lbs  

Flush Joint Casing Elevators 

Steel, PVC, and Stainless Steel casing and screens 

13  

Different Sizes available  

4 1/2”‐18” 

 Works with Steel, PVC & Stainless casing and 
screen 

 Use in pairs or with casing holder 

 Three (3) capacity raƟngs available per size 

 Four (4) replaceable gripping buƩons per elevator  

 Closing Torque 82Ō lbs 

Formed & Welded Steel Elevators Drillers Depot LLC 

5038055866 

Sales@drillersdepot.com 

www.drillersdepot.com 

Replaceable Grip BuƩons 
(4) Four per elevator

Pricing subject to change  
without noƟce 




